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AN ANALYTICAL METHOD OF ESTIMATING TURBINE PERFORMANCE

By FreEp D. KoceEKDORFER and J. Cary NETTLES

SUMMARY

A method is developed by which the performance of a turbine
over @ range of operating conditions can be analytically estimated
from the blade angles and flow areas.  In order to use the method,
ecrtain coefficients that determine the weight flow and the friction
losses must be approximated.

The method 15 used to caleulate the performance of the single-
stage turbine of a commercial aircraft gas-turbine engine and the
caleulated performance is compared with the performance indi-
cated by experimental data. For the turbine of the fypical
example, the assumed pressure losses and the turning angles gice
a caleulated performance that represents the trends of the experi-
mental performance with reasonable accuracy. The exact agree-
ment between analytical performance and experimental per-
formance is contingent upon the proper selection of a blading-
loss parameter.

INTRODUCTION

The analytical determination of the performance of a gas-
turbine engine under various operating conditions or the pre-
diction of engine performance at other-than-design condi-
tions requires a knowledge of the complete performeance of
each of the engine components, especially of the compressor
and the turbine (references 1 and 2). Knowledge of the
component performance characteristies that can be obtained
from jet-propulsion-engine investigations is necessarily
limited and does not, in general, provide a solution to the
problem of component matching. A performance test of a
compressor or a turbine as a single unit provides all the neces-
sary information, but such testing of high-speed high-capacity
units requires costly auxiliary equipment. An analysis that
can be used either with or without engine data to estimate
compressor and turbine performance would be valuable. An
analytical method for estimating turbine performance from
the blade angles and flow areas was therefore developed at
the NACA Lewis laboratory in 1947 and is described herein.

The most important prerequisite for eansalysis of turbine
performance is a knowledge of the flow angles and the pres-
sure losses of the turbine blades and of the variations of these
quantities with changes in angle of incidence and in entrance
Mach number. References 3 to 5 present turning angles and
losses of typical turbine blades, but their results cannot be
generalized to the extent required to obtain the performance
of a given blade profile. For the turbine analysis, the turn-
ing angles, the pressure losses, and their variations with en-
trance and exit conditions are assumed, the assumptions
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being consistent with the information in references 3 to 5.
The performance of a turbine of a commercial aircraft gas-
turbine engine is determined by the analytical method and
the results are compared with experimental data.

SYMBOLS

The following symbols and abbreviations are used in this
analysis:

A area perpendicular to velocity, (sq ft)

a, b blading-loss functions

C'  discharge coefficient

D pitch-line diameter of turbine, (ft)

g acceleration due to gravity, 32.2 (ft/sec?

hp horsepower

1 angle of incidence (angle between direction of approach-
ing fluid and tangent to camber line), (deg)

K  Dblading-loss parameter

P total pressure, (Ibfsq ft)

? static pressure, (Ib/sq ft)

R gas constant, 53.3 (ft-1b/(°F}(b)}

. . . U/+/6,,
r;  inlet velocity ratio, [ G, iin ar.::l
U/ Jal.s ]
(Vs.r/'\/—el—.s) sin oy
T  total temperature, (°R)
£ static temperature, (°R)
U  rotor-pitch-line velocity, (ft/sec)
V' fluid velocity, (ft/sec)
W weight flow, (1b/sec)
¥+l

X  pressure-ratio function, [(p /P)t,z'_ (2/P) T:F“
jet-deflection parameters
a stator-blade exit angle ai pitch line measured from
exial plane, (deg)
ey, angle between fluid velocity relative to rotor and axial
plane at inlet to rotor, (deg)
ey angle between fiuid absolute velocity and axial plane at
exit from stator, (deg}
[} rotor-blade entrance angle at pitch line measured from
axial plane, (deg)
ratio of specific heats
ratio of absolute total pressure to static pressure of
NACA standard atmosphere at sea level
¢ ratio of absolute total temperature to static tempera-
ture of NACA standard atmosphere at sea level
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ro  outlet velocity ratio,

o 2



194

€ angle between fluid absolute velocity and axial plane
at exit from turbine, (deg)

na  2diabatic efficiency

v angle of jet deflection, (deg)

mass density, (slugs/cu ft)

o rotor-blade exit angle at pitch line measured from axial
plane, (deg)

o; angle between fluid velocity relative to rotor and axial
plane at exit from rotor, (deg)

Subscripts:

before cascade

at entrance to cascade

after cascade

with respect to rotor

with respect to stator

ambient (NACA standard atmosphere at sea level)

stator inlet at pitch line

stator throat at pitch line

stator outlet at pitch line

rotor inlet at pitch line

rotor throat at pitch line

rotor outlet at pitch line

ANALYSIS
STATEMENT OF PROBLEM
The quantities that can be employed to define the turbine
performance and the independent or operating variables are
as follows:

Dependent variables
Toteal-pressure ratio, Pi/P,
Total-temperature ratio,

7Ty
Weight flow, TV
Horsepower, hp
Adiabatic efficiency, 74

C MW~ O® 3 O QR

Independent variables
Inlet total pressure, P,
Inlet total temperature, 7}
Rotor-pitch-line velocity, U
Outlet, static pressure, pg

By dimensional analyses or by & method similar to that
used in the analysis which follows, the four independent
variebles can be reduced to two independent parameters.
The dependent and independent parameters would then be
as follows:

Dependent parameters
Totel-pressure ratio, P;,/P,,

(based on axial leaving

velocity)
Total-temperature ratio,

(Tl,s_ Te.c)/Tl.a
Weight flow, (W+/6,,)/5.,
Horsepower, Lip/(+5,4b
Adiabatic efficiency, nqq

Independent parameters
Turbine pressureratio, P ./ps

Rotor-pitch-line velocity,
Ul8y

The object of this analysis is to determine the value of
each of the dependent parameters for given values of the
two independent parameters.

OUTLINE OF METHOD

In the analysis, the turbine pressure ratio P; ,/p, cannot be
used directly because it is & product of the interdependent
pressure ratios Py /Py ., Py of/ps, D3/ Pssy PirfPy,r, and Py /ps,
which cannot be determined for a given value of P, oPe. I
instead, values are chosen for Py,/p, and U/ m, and if
the pressure losses and the turning angles are known or
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assumed, a step-by-step process can be employed in which
the successive pressures, temperatures, and velocities can be
calculated from the principles of fluid mechanics. Aftier
the pressures, the temperatures, and the velocities at the
turbine outlet have been obtained, the performance param-
eters and also P ,fps can be computed; the performance
parameters can then be plotted as functions of P, ,/ps and
Ul V614
ASSUMPTIONS

Blading losses.—The loss in total pressure that ocecurs
during passage of fluid through 2 cascade of blades may, for
convenience of analysis, be separated into two losses: the
entry loss caused by other-than-zero entrance angle, and the
friction loss that results from the actual passage through the
cascade.

The eniry loss can be approximated (fig. 1) by resolving
the entering velocity into components normal and parallel

Fi6URE 1.—Blading-loss dlugram.

to the blade-entrance direction and by then assuming that
the normal component is lost; that is, V3=V, cos 7. This
approximation gives entry losses that are independent of the
sign of the angle ofincidence. Actually, thelosses for positive
angles are greater than the losses for corresponding negalive
angles, but for blading having a solidity greater than 1.5
the error is probably not too large. For blades having solid-
ities less than 1.0, however, 2 hetter approximation might
be obtained by assuming the normal component to be lost
for positive angles of incidence and no entry losses to oceur

for negative angles.
The friction loss can be approximated by

APou=2D g (3 17)

where, for a particular cascade, K is considered Lo be a con-
stant that accounts for all the loss in total pressure occur-
ring across the cascade when the fluid enters at zero en-

trance angle. The quantity%pV’ is the average dynamic

head of the fluid in the cascade. This expression for loss
(appendix A) can be rewritten as follows:
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For the stator,

1

Ps,:= PI.: b; (1)
For the rotor,

Py,=P,, b @
where

-
a=1—K ( ) [1 — ) Y

and

b=1—|—KG’5:)1; [1—(%1)1;_[

A plot of ¢ and & as functions of p/P for verious values of
K when v equals 1.34 is given in figure 2.
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F1eURE 2.— Variation of bladIng-loss functions with ratlo of static to total pressare for severs
H

values of blading-Joss parameter. -, 1.34.

Other losses such as blade-tip and separation losses should
be small for well-designed turbines operating reasonably
close to design conditions and therefore will be neglected
in this analysis.

Turning angles.—The angle through which a fluid is
turned on passing through e given cascade depends on the
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angle of incidence, the blade exit angle, and the entrance
Mach number. For blading heving a solidity of 1.5 or
greater, the turning angle so varies with the angle of inei-
dence that the fluid exit angle remains approximately equel
to the blade exit angle. The effect of entrance Mach num-
ber on the exit angle is small unless sonic velocity exists at
the blade throat. In this case, the jet of fluid passes the
trailing edge of the blade at a sonic or supersonic velocity
and, if the pressure in the region beyond the cascade is not
equal to the pressure at the blade throat, the jet will deflect.
The angle of deflection is assumed to depend on the pressure
ratio in accordance with the Prandtl-Meyer theory. (See,
for example, reference 6.) Although a deflection may
actually occur at both the upper and lower trailing edges and
the flow configuration may be quite complex, for simplicity
the mean deflection given by the Prandtl-Meyer theory is
assumed. The angle of jet deflection as a function of the
ratio of static to total pressure in the region beyond the
trailing edge of the blade for sonic throat velocity is calcu-
lated from the relations in appendix B and is plotted in
figure 3. The angle at which the fluid leaves the blade is
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FiGURE 3.—Variation of Jet deflection with ratlo of statfc to total pressure In region beyond
blade exit for assumed Prandtl-Meyer flow. -, L34,

therefore assumed equal to the difference between the geo-
metrical angle at the pitch line of the trailing edge of the
blade and the angle of jet deflection given by the Prandtl-

Meyer theory.
BASIC EQUATIONS

The basic equations can be derived from the definition of

total pressure
(=L V7T
P=p[ 1+ ®)

the definition of total temperature
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T=t [1 +9’2—;5%tz C)
and the equation of state
p=pgRt (5)
Equations (3) and (4) can be rewritten as
p=P [1 ('Y 1)V2:| ©)
and
t=T [1-% gl)TV (7)

The weight flow at any point is W=CgpAV and from
equations (5) to (7)

i

Also from equation (6)

pzf i) e
so that
1 =1
W=OA%<§)*F%Z‘[ @7

. 2 4|4
r-ef B BB -@7] o

TURBINE ANALYSIS

-1

b
_p b .(E
7|1 _G=WV"] ¢BT p)
g B 2vgRT

or

The analysis is made for a single-stage partial-reaction tur-
bine having one set of stator blades and one set of rotor
blades, each of the blade sets forming a series of convergent
nozzles. A schematic diagram of the turbine is shown in
figure 4 and the velocity diagram in figure 5.
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F16URE 4,—8chematic diagram of turbine.

The quantities obtained from the geometry of the turbine
are:
Areas of stator throat, A
Area of rotor throat, As
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o o, %, A

Fraurk 5,—Tuarblne-veloclty diagram.

Pitch-line diameter of turbine, D
Stator-blade exit angle,
Rotor-blade entrance angle, 8
Rotor-blade exit angle, ¢
The quantities that must in general be assumed are:

Discharge coefficient, ¢
Blading-loss parameter, K
Ratio of specific heats, v

Stator.—When a value for ps/P; , is assumed, then 4; can bo
obtained from figure 2 and hence ps/P;, can be caleulated

from equation (1),
=£ﬂ_ 1
5.0 0g

The weight of gas flowing through the stalor, from
equation (9), is

17— 279 P.l » .
W=C4; (—7—_1)372%; e (10)

where
v+1]4
e (B (82
In figure 6, X is shown as a function of p/P for two

values of . If —p—’—<< +1) , the stator is choked and

71;;1 - _12-1 1—1, Inesmuch as P,,=P;, .b, and T, ,_T, .
-

the weight-flow parameter from equation (10) becomes

%
. C. - =
12:[.0??:_\/%—1;: (7—1)R [<7+1) l ('H-l) ] an

P:> 'Y'H) , then Py,=P;, and py=p; Then

PI ,—Pz ,bg—Pg ,bs and TI = Tg = Ta FT the “elght:—ﬂO“’ pa-
rameter then is

H, 91'; OAzpa 2’Yg
61 ] \/Tbg (7_1)R

The velocity leaving the stator, from equation (8), is given

by
G [ -(2)T] w

(12)
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If the pressure ratio across the stator is supercriticel, the deflection of the jet »; as it leaves the stator can be obtained

from figure 3 for ps/Ps;,.

Rotor,—Vith an assumed value for U/f+y0y.

The angle at which the jet leaves the stator is then ej,=a—ws.

U/ 01,
14
e (V;;,,/-\,Hl s SN ar, a4
From the velocity diagram of figure 5
Vo= (Vi sin az—U)* (Vi c0s ap)?=(Va, sin agn)? [cot? aget (1—1)7] (15)
and
Vs,e 8i —U
tan oy,= qt’siu;o?a,,, tan a;, (1—ry) (16)

According to the assumption on entry losses,

.Vi.r=-V3.r Ccos (a.f.r_ﬁ)

With equation (15) and the expanded form of cos (ey.—f), the preceding equation becomes

Vir="Va.sin oy, [cot? aret+ (1 —r)H (cos ey, cos f+sin ey, sin B)

or

Vir="V3,8in a;, [cot? ar,+ (1 —r) % cos . (cos 84-tan a;, sin B)

Also

_( 1 ']
€08 @nr=\TFtar? o,
50 that finally by use of equation (16)

Tffi— 2L cos ay, [cos B+ (1—ry) tan eg, sin 8] (17)
91 s ¥ 91 s

In order to find the total temperature with respect to the
rotor, use of equation (4) gives

('Y_ 1) Vs .:z
Th.= T:..=fa+—2W—Ra
and
PR ot V1 £ W'
Ta,r— t:l_l_ 279R
Therefore
_ =1 (V32— V)
Tar=Toa I:l 2ygR T, ]

and with equations (15) and (14)

Tr!,r 2— —7r
T T 2Y§RTu< .) ) (18)

Use of equations (3) and (7) to find the total pressure at
the entrance to the rotor with respect to the rotor gives

.
—1 V K —i
P4,r= Pa I:]- +——R_(727g) f:' ’:I T

('Y —_ 1) Trl.rz
2vg

and
= Tl,r_

Then, because T, .= Ty, and because it is assumed that p,=p,,
the pressure ratio at the rotor inlet is

e
Ds [ —*_’)< 1r'If_l-_')"r—l 71 19
Pus l: vou/ \yTs,/ 2v9E (19)

The weight-flow parameter at the rotor throat can be writ-
ten as

W\@;=W\’r37.; (Ta.r 2T\t Pre 73 Pus
aﬁ.r 51,: Tl.r Pa P—J:r Pl_.r
where, from equation (9),
W'\ Bs. r__

o= e ey Koo

Therefore, because 75, ,,—T,s s
W 61,3 Tgr ;’P;; P;r
N . Tie P + Psr
X, =k L Pa 4.r L5, 20)
7O

The only unknown quantity in the right-hand side of equa-
tion (20) is the pressure-loss term P,,/Py, but in order to
determine this term from the loss equation

Py, b

P_s—.r—ac
bs must be known. The quantity &by is a function of ps/Ps,,
and hence of X;. A trial-and-error process must therefore

be used.
A value of ps/Ps, such that

Pa~ Ps 2y

Pt r>P5 1"2 'Y+1
can be chosen as & first approximation. Then &, P,,/P;;,
X; r, and finally ps/Ps, cen be obtained. From this second
approximation, a second value of b5 can be obtained and the
process repeated. Convergence is rapid and the second ap-
proximation will usually be sufficiently accurate.

The maximum velue that Xj, can have is the value that

corresponds to sonic flow at the rotor exit, that is,

=i =1k
e (22 -G ]

and if the value of X, from equation (20) is greater than
this maximum, the values originally assumed for p;/P;, and
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U/+/8,, must have been inadmissable. For each value of
U/+/8, ., 8 minimum value exists for py/Py .

If the rotor is not choked, the static pressure in the an-
nulus following the rotor p, is equal to the static pressure
at the rotor throat p;. When the rotor is choked, ps can be
less than pg and consequently po/Py , can be less than py/Ps .
In this case a value can be assumed for ps/P;, and b, can
be obtained from figure 2. This procedure can he summa-
rized as follows: For the subecritical case,

x| (2GR

Par Par

b°=bg

and

For the supercritical case,

x| (-

_&‘_< Ps
8. L 5,2
and
bs > bs

The velocity leaving the rotor with respect to the rotor is
given by
=171
Vor ‘/ ‘YgM [ o) ¥ ] (21)
inasmuch as Ty ,= T ;.

'\”63 r
The jet deflection at the rotor outlet v, is obtained from
figure 3 for ps/Py,. The angle at which the fluid leaves the
rotor is then

Tr=a—Vs (22)

From figure 5 the absolute velocity downstream of the
rotoris

Vo.e=vV(Vs,sino— U)2+ (Vs cos o )?

or
Vﬁ.8= .V'gl,- sin O'_r[CO't;2 0’;"[" (1 -"T'g) 2]‘ (23)

U/ bus
(Ve[ V81.4) sin o;

where

Ty

The absolute exit angle ¢ can be obtained from

tan €=Vs_, sing—U
a,r COS 0y
or

tan e=tan oy (1—r,) 25)

The total temperature downstream of the rotor can be ob-
tained by using equation (4) to give

—1) Vs,
_tﬂ+(’ro,yg)Rs

and
1) Vs,r2

Ty Tormtet- o =

7y
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or

(r—=1)} (Vo' — Vo)

Te.s= Ta.r— 2'YQ’R

Then from equations (23) and (24)

reinam () () (579 oo

Because the tangential component of the velocity leaving
the rotor is not generally converted into useful thrust, the
total pressure downstrcam should be caleulated from the
axial component of the exit velocity; that is,

s

. v, 4
&={1+7—-1 [(}a_f_zdr) cos o'f:r}

Ds 2ygRis Ty

or, because

‘76.1'
=1\ 7=
_ '\al.r
W=Tor| 1= "gRT,
7—
,— sin a,]
Pos_ 'yg @7
Pe

1= 274517?72 (Jes.r)

Performance parameters.—The fluid velocity, the pres-
sure, and the temperature at any point in the turbine are
now known. The turbine performance can be evaluated by
combining these quantities to form the following parameters:

Tﬂl _1)_6_ Ps: h__
T Pll P_.’ i al,lal.l-

The ratio of total temperatures can be rewritten as

BB

or, with equations (26) and (18) as

Bo 1 b (Y C32) (B
v o(vz'f) = r‘):l

Substitution for T',/Ts, from equation (18) finally gives

The other performance parameters can be obtained as fol-

T A@EO®) e
e (%) “
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T Wt (Tur\} (P VT,
1 — YL 3,r Ls [

S Vi 5= 31 ©) Xes 80 \TLe )(_P:;) (a,,)( )
(BT [—zg]

4 Y,
Cs —DR
To wee ,
hp=-"- BT, (1 Tf,) it (550) (p) Find ps/Ps, from figure 6.
hp . 'YTOR Tu.: |13 ,gl,c -25
Voot =150\ " T.) e (32)

Ratio of
spec/tic hears
T

SUMMARY OF METHOD 24 T
J--L.34
Use of the method and of the results that can be obtained - L33~ ~
is exemplified by ecalculating the performance for the turbine § 23 . \\\
of a commercial aircraft gas-turbine engine and by compar- "g \'\\
ing the calculated with the experimental performance. 2 <
Q20 \
A summary of the method is as follows: E V\
1
(8) Assume ps/Ps,, and Uf+/8;.. g ; Nk
H.2
(b) Find b; from figure 2 and », from figure 3. § \
N
20 N\
(c)P!s P;.(b;) \
v
Paf_ 2 )ﬁ
_> _c .19
GRS ( +1) ’ the“l?. Py, B0 55 60 .65 75 .80
Pressure ratio, p/P
<('Y + 1) s then -Zgz 2.— v + 1 . FiGURE 6.—Variation of mmﬂt[:lfxglzfnsx?ﬂ:aﬁg ;f. static to total pressure for twe

(e) Find b, from figure 2. (@) Find b; from figure 2 and check with assumed ;.

B s _ DPs

W16, CA:P, / 2vg 0\ , T @ If-E >< I , then 7%.,- Pe

© a TR Y ('Y__I)—RRm) —(m) ] 1D i) assume ( .
an po=Gn) mme <)

=3t ) Vo [2vBT,
® - e ’To—\z’YgR[l—(?p:—: ’:l (13) Vs yg |: (Pu_; ] &

(t) Find »s from figure 3 and b, from figure 2.

@ J!:g_.=|:(pz/P=.-)§—(Z’I/Ps,:)‘#]i

(i) Are=—0a—¥3

(u) e/=c—r, (22)
‘ U6 15
G) == L (14) /6.,
(Vo8 s o, ) " o s ) @
- &_i . : T.x_ Tl.: 2—r,
® Ve, 00 oo feos B U= tan e, sin Al 2=1~(er) () (72) (r—) 5)
(17)
1 ¥—1 |: 175 r) sin O']
Tyr (=1 2—r, Pe_ 2vgRT, ! -
(1) ls =1- 2’YgRT0 <'\' /6 s) ) (18) (X) Ds o ’Y 1 T’u.r) (2‘)
” 'rg 2vgRT,
() L_[ = ) \/ gi;,) :I"‘ (19) | The performance parameters are:

o ()
) Find a, from figure 2 and assume b;. T, 2’YQRT o \1/0Ls
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@GO -

gf:— P,.) Pﬂa') 30

Tou o

ﬂad—-—L . 31)
-G

hp TR () Tos\ Wolbi, (32)

Ve, 6, —1550\" T..) &,

The geometrical properties of the turbine analyzed are:

A,=0.852 square foot a=62°
A;=1.26 square feet g=24°
D=1.833 feet a=47°

The values of C, K, and v for this example are assumed
as follows:

C=0.98
K=0.30
Ye— 1 . 33
¥=1.34
Stator-outlet| !
€60 statio- fo fotal— '
pressure ratfio Rotor
P3/Ps,s choked
0.600 [>

620

.660

/
580 /
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FigurRE 7.—~Determination of rotor-speed parameter for which rotor-choking values occur at
saveral values of ratio of statle to total pressure at statoroutlet. Turbine of typleal example;
! K,03; 0,098,

Sample calculations are given in table 1.

For step (r), finding the value of U/+/6,, for which
Pps/Ps,=0.587 is necessary, that is, for which the rotor is
choked and X;,=0.241. This value can be found most sim-

ply by plotting X;, against U/, (fig. 7) and finding the

value of U/+/6,, that corresponds to Xj,=0.241.
Because the final dependent parameters are to be oblained

as functions of Py,/p, for constant U/+/6.,, having the chok-
ing values of U/, correspond to the initially chosen
values of U/+/8,, is desirable. This correspondence can be
accomplished by plotting the choking values of U/v8,,
against py/Ps, (fig. 8) and finding the values of ,/P;, Lhat
correspond to the desired values of I7/+/6,,.
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FIoURE 8, —Values of ratio of statie to total pressure af stator outlet and rotor-speed parameter
that correspond to rotcr choking. Turbine of typlcal exumple; K, 0.3; C, 0.08.

From figure 8, the rotor-choking values of py/P,, that
correspond to values of U/+6;, of 455 and 638 are 0.5245
and 0.5650, respectively. The performance calculations for
these values of p;/P;,. are summarized in table II.

The performance curves of figure 9 are ploited from the
calculated values.

DISCUSSION OF PERFORMANCE CURYES

TRENDS OF CALCULATED PERFORMANCE

Choking of the turbine, in cither the stator or the rotor, is
one of the most important factors affecting turbine per-
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formance. The conditions for stator and rotor choking are
obtained from table II for the turbine of the typical example
and are given in figure 10. The turbine pressure ratio at
which the stator chokes increases with increasing rotor-speed
perameter, whereas the pressure ratio for rotor choking is
almost independent of the speed parameter. For values of
the rotor-speed parameter greater than 525, the stator
cannot choke because choking has already occurred in the
rotor.

Another important consideration is the variation of inlet
and outlet velocity ratios. These ratios determine the rotor
entry- and exit-whirl losses and affect meinly the adiabatic
efficiency. When the fluid enters the rotor at the blade-
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entrance angle, the inlet velocity ratio from equation (17) is

tan 24°

Ttan6zs 103

ry= 1
For axial outlet velocity (that is, no whirl), the outlet
velocity ratio 7, is equal to 1.00. As shown in figure 11, the
speed parameter and pressure ratio for which both of these
conditions are satisfied are 638 and 2.55, respectively.
The variation of the temperature-ratio parameter with tur-
bine pressure ratio is shown in figure 9 (a).
ratio parameter is directly proportional to the change of

the whirl component of the fluid as it passes through the

rotor. For turbine pressure ratios less than the pressure
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FIGURE 8.—Dependent parameters for turbine of typical emample

The temperature-
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F1GURE 10.—Condltions for turbine choking in turbine of typical example. K, 0.3; C, 0.98.

ratio for rotor choking (fig. 10), both the entering and
leaving whirl components inerease with pressure ratio. For
turbine pressure ratios greater than the rotor-choking pres-
sure ratio, however, the entering whirl component is constant
and, because of the jet deflection, the leaving whirl com-
ponent is maintained almost constant even though the exit
velocity increases with increasing pressure ratio. Hence for
any given rotor-speed parameter, the temperature-ratio
parameter increases with incressing turbine pressure ratio
until the rotor chokes. At pressure ratios higher than
choking, the temperature-ratio parameter remains relatively
constant.

The total-pressure ratio (fig. 9 (b)) is & function mainly of
the turbine pressure ratio, the rotor-speed parameter having
a very small effect. It should be remembered that for this
analysis the downstream total pressure P,, has been ob-
tained from the axial component on the downstream velocity
rather than the total downstream velocity.

The adiabatic efficiency given in figure 9 (¢) is also de-
pendent on the definition of downstream total pressure.
The greatest efficiency is obtained for a speed parameter of
638 and a pressure ratio of approximately 2.55, which is in
accordance with the previous discussion of the effect of the
velocity ratios on adiabatic efficiency.

The weight-flow parameter (fig. 9 (d)) increases with tur-
bine pressure ratio until the turbine chokes, and then re-
mains constant. For the two highest speed parameters (638
and 546), the weight flow is limited by rotor choking, whereas
for lower speed parameters the weight flow is limited by
stator choking. The greatest weight flow is slightly less for
rotor-choking speed parameters than for stator-choking
speed parameters.

The variation of the horsepower parameter is shown in
figure 9 (e). The horsepower parameter is proportional to
the product of the temperature-ratio parameter and the
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weight-flow parameter, both of which increase with turbine
pressure. ratio for pressure ratios less than 2. For pressure
ratios between 2 and 3, the temperature-ratio parameter
continues to increase but the weight-flow parameter is
almost constant so that the horsepower parameter continues
to increase, though not so rapidly as for pressure ralios less
than 2. TFor pressure ratios greater than 3, the weight-flow
parameter is constant, the temperature-ratio parameter is
almost constent, and the horsepower parameter is almost
constant—- -

The effect of the choice of the blading-loss parameter on
the dependent parameters is shown in figure 12, The cflect
can be seen to consist mainly of a vertical shifting of the
curves, ench curve retaining its general shape independently
of the blading-loss parameter. For a given turbine pressure
ratio, increasing the blading-loss parameter by 0.1 results
in an increase in the total-pressure ratio of approximately
0.5 percent and a decrease in the temperature-ratio parameter
and the adiabatic efficiency of approximately 2.0 pereent.

COMPARISON WITH EXPERIMENTAL RESULTS

The {urbine of the typical example has beenfoperated at
the NACA Lewis laboratory as a part of a gas-turbine cngine
and the resulting data have been used to obtain the turbine
performance parameters. The variation of temperalure-
ratio parameter and adiabatic efficiency with rotor-speed
parameter is presented in figure 13 for values of the turbine
total-pressure ratio ranging from 1.71 to 2.34. Curves of
calculated performance are also presented for values of the
blading-loss parameter of 0.3 and 0.5. In general, the
temperature-ratio-paremeter comparison indicates a blading-
loss parameter of about 0.3 except at a pressure ratio of 2.34
where the blading-loss parameter shows some increase. The
trend of the efficiency comparison is toward a blading-loss
parameter somewhat higher than 0.3, but in general less

N
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FiecRE 12—Effect of blading-loss parameter on dependent parameters. Turbine of typical
example; Ur\‘ex.u 548; C, 0,88,

than 0.5. The trend of a higher indicated blading-loss
parameter on the basis of the efficiency comparison is prob-
ably due to the additional error involved in the use of an
experimentally determined pressure ratio to calculate the
measured efficiency. The importance of additional investi-
gations of conditions that influence the blading-loss param-
eter is clearly evident inasmuch as the degree of agreement
between theory and experiment is contingent on the proper
choice of this parameter. For the turbine investigated, a
blading-loss parameter of 0.5 would be slightly higher than
the experiments indicate and the complete engine would
gctually perform somewhat better than would be predicted
by a theoretical-matching study.

SUMMARY OF RESULTS

From a theoretical investigation of the performance of the
turbine component of a commercial aireraft gas-turbine
engine and a comparison of the performance calculated by
means of the analytical method and the experimental per-
formance, the following results are indicated:

1. For the turbine of the typical exemple, the assumed
pressure losses and turning angles give a calculated per-
formance that represents the trends of the experimental
performance with reasonable accuracy.
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2. The agreement between analytical performance and
experimental performance is contingent upon the proper
selection of blading-loss parameter. The experimental data
indicate that for the turbine of the typical example the
blading-loss parameter varied from 0.3 to 0.5 for most of
the range investigated.

3. The methods of analysis should be applicable to any
turbine with reasonably well-designed blading, although the
same coefficient will not necessarily apply. For turbines
with poor blading design, the pressure losses and the turning
angles will be difficult to evaluate and the trends, as well as
the magnitudes of the calculated performance, may be
incorrect.

Lewis Fricer ProrPULSION LiABORATORY,
NaitroNal ApvisorY COMMITTEE FOR AERONAUTICS,
CieveLaxp, Omio, December 29, 1948.



APPENDIX A

BLADE FRICTION LOSSES

The loss in total pressure due to friction effects that occur
when a fluid passes through & cascade depends on the design
of the particular cascade, on the Reynolds number, and on the
average dynamic head in the cascade. For a particular cas-
cade, however, the effect of a change in the Reynolds number
caused by & change-in operating conditions should be small
even for a reasonably wide range of operating conditions.
The loss can therefore be approximated by

APMS:@ K (% pv=) (33)

where K is a constant for the particular cascade and %pV’

is the average dynamic head in the cascade.
From equations (5), (6), and (7),

[-®) @y

The average dynamic head in the cascade of figure ! is then
approximately

te 8 =) e - |

349

R T 4
5PV Ty—1

The pressure loss then becomes

APlon=Pb-_Pc
1 r=1 1 it
_ p r _ -p_- T )c b ] _ ‘?,9 i
~x{r @) -0 e B - )
or :
Pua=Ph (35)
where

e () -]
K (%ﬁ)T: [1 _(ch)m]

The variation of the blading-loss functions with the ratio
of static to total pressure for several values of Llading-loss
parameter is shown in figure 2.

For the stator the entrance velocity is small; then

a=1
and equation (35) becomes
P;_.=P3..b;
For the rotor, equation (35) becomes

P, .a,=P,b,

APPENDIX B

JET DEFLECTION

The expansion of a uniform two-dimensional frictionless
stream of gas flowing around & corner at sonic or supersonic
speeds has been investigated by Prandtl and Meyer. The
analysis of reference 6 shows that the jet deflection is given by

p=g=1y 37

(25) +1 <1+cos 2 \/ (38)
tan y= \/ it taﬁ (\/z_%x) (39)

where » is the angle of jet deflection and p/P is the ratio of

static to total pressure in the region beyond the trailing edge.

For the purpose of this discussion, z and ¥ can be regarded as

jet-deflection parameters. A value is assumed for z, the

pressure ratio p/P and y are computed from equations (38)
204

and (39), respectively, and » is obtained from equation (37).
Then » is known as & funetion of p/P. (Sece fig. 3.)
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TABLE L—SAMPLE CALCULATIOXNS FOR UNCHOKED TURBINE ROTOR OF TYPICAL EXAMPLE

[X, 0.3; C, 0.96]
»o | op .| Vi L4 Tie | B3 | B8 Por | Ver Tie | Pix | Pre | P _bp
P Piw 1. Tioe s -‘fﬂ-l: T T ﬁ:— Piw | Pur Fl-r -JT;, Te Ti ™ P F‘-’ Jed al,c‘d'[‘
0600 | 0.5854 34.38 41.58 ! €2.0 273.2 | 03349 ; 09471 | 0.7967 | 0.740 [ 0. 740 | 0.960 31.55 | 0.5343 [ 0.9170 | 1.153 | 1.00C | L6468 | 0.639 607. 8
455 4 | 5582 ] .6236 | .4338 | .70 | .09 | .9885 33.65] .8456 [ .8833 [ L1788 ) 20:8 ]| L.i04| .80 864.2
637.6 .7815| .0096 | .837 | .66&4| .664| -9683 36.56 [ L0gs0 | .8620 | 1217 | 2319 ] 1.006 | Q1Y 1021.8
Q. 560 | 0.5455 39.52 43.06 | 62.0 455.4 | 0.5260 | 09171 | 08080 | 0.654 } 0634 | 09645 37.18 [ QL7679 [ 0.8697 [ L225 | 2.350 | 1.9190 | 0.853 68. 8
6148 | .7107| .9021 | .8437 | .87 | .57 .45 §43 ] .83%6 [ 1352 ) 2003|2215 .91 1243.6
0.540 | 0.5258 304 44,27 | 62.0 273.2 | 0.3070 | 0.9413 | 0.7638 | 0.682 | 0.682 [ 0.9620 35.39 [ 0.4578 { 0.9074 | 1.200 { 2182 | 1.819 | 0.652 888.8
4554 | 5116 | .8140 | .7048 | .603| .608| .96 $0.06 ] 7141 .8607 [ 1.270 | 2581 | 2.065 | .84t 1036.3
523.7| .588%| -g082| .8103: .87 | .¥7[ .90 44. 45| .TE31 ] (8201 | 1.352 (2990 | 2.2 .& 1190.1
0.523 | 0. 5088 30. 54 45.31 | 6.8 273.2 | 03003 | 09385 | 0.7395 | 0.660 | 0.660 | 0.9610 36.81 § 0.4693 ; 0.6041 | L2390 ( 2290 | L& | 0648 7134
436 . L9128 | .7T795 | &7 | 53T 958 44 45| _6344 ]| 8505|1352 (2070 | 2201 | .82 120
0500 | C. 4859 89.54 48.74 | 61.3 273.2 | 0.2027 | 09370 | G- 7ISS | C.62L | Q621 | QL9530 80.20 ] 04312 | 0.8992 | L.241 [ 245+ [ 22001 | 0.623 T30.0
/L3I | 3902 | . .7392 | .537 | .537 | .6662 4445 ] .525| .s870 | L1852 [ 1962|2191 736 988.8

TABLE II.—SAMPLE CALCULATIONS FOR CHOKED TURBINE ROTOR OF TYPICAL EXAMPLE

[K, 0.3; G, 0.98]
z | n | By | T _U_ Tow | o | 2 | B | Bur | Ve Tes | Poa | Pia | Pua _bp_
Pr. | Pre | G1a Te | ¥ | Voia T Toe | Pre | o | Pie | Biw | P | T Ta | ™ | Pl ™| pVa.
0. 5630 | 0. 5506 3. 49 42.74 | 820 637.6 [ 0.7420 [ 0.90I7 [ 0.8523 | 0. 537 | 0.537 | 0.9625 44 46 [ 0.9069 | 0.831¢ [ 1.3514 | 2.006 | 2.214 | (. 9185 1314 4
.00 1 .9610 48.73 | .82 | 8260 [ L4131 | 3.2 . 9169 1353.5
A0 . 49,83 | 8441 [ .822¢ | L5311 | 3581 [ 2340 ] .9143 1388.6
400 | -0500 | 00| .sa | .8108 | 16068 (4038|2209 | 6125 | 1409.4
(L5245 | 0.3108 30.54 45.23 | 61. 8 455.4 1 0.5017 F 09117 | 0.782% | 0.537 [ 0.537 | 0.0625 44,468 [ 0.64472 | 0.8405 | 13514 | 2980 [ 2203 | 0.8 1177.0
.50 | 9610 46.73 [ .6200 | .8450 | L.4131 | 3.200 8214 1205.0
.450 | .9600 40.83 [ .5997 | .8427 | L5311 | 3. 565 . 8150 1230.5
400 | 9590 53.00 | .5883 | .8408 | 1.6066 | 4.012 | 2366 | .8109 1245.0




